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MATING CONNECTOR
Connector:   3121011-014  (MS 3106A-14S-7S)

Cable Clamp:  3121003-002  (MS 3057-6A)

1.85"
MATING CONNECTOR

Connector:   3124003-011  (AMP#  863020-1)

2.38"

P1

3.54" (REF)

3.70"

P2

PN

SN

Mfg
Date

109 S. KNIGHT
WICHITA, KS  67213

A.C.
OUTPUT

C A

B

1 2

DIM V+

6900053-000

B

C A A............+28V
B ...........GND
C ...........DIM

A B
A............OUTPUT
B ...........OUTPUT

6900053-000
SPECIFICATIONS MIN. TYP. MAX. UNITS

INPUT VOLTAGE DC: 18 28 33 VDC

INPUT CURRENT: 0.2 - 2 AMPS

OUTPUT VOLTAGE: - - 3000 VAC

DIMMING: 0 - 28 VDC

LAMP LENGTH: 0 - 16 Feet

WEIGHT: 845 Grams

OPERATING TEMPERATURE: -20 +55 Cent.
Operating Frequencies: 1754, 1814, 1879, 1937, 2000, 2062 Herz +/- 2% at 20* C

PWI ORDERING P/N
6900053-000



Installation Schematic:

 Wiring For 6900053-000 Inverter

TO OTHER
  UNITS

6900053-000

PLUG: 3101002-000
SOCKET: 3101010-000

PLUG: 3101001-001
PIN: 3101009-000

PLUG: 3101002-000
SOCKET: 3101010-000

PLUG: 3101001-001
PIN: 3101009-000

D10A

6900053-000

D10

SEE PAGE 1 FOR POWER SUPPLY
CONNECTION INFORMATION.

28 VOLTS DC

DIMMING CONTROL 
POTIENTOMETER

GND


