
6900054-031 (Rev C)

6900054-031
SPECIFICATIONS MIN. TYP. MAX. UNITS

INPUT VOLTAGE DC: 18 28 33 VDC

INPUT CURRENT: - 1 - AMPS

OUTPUT VOLTAGE: - - 700 VAC

DIMMING: 2 Step Dimming

LAMP LENGTH: 6 - 52 Inches

WEIGHT: 145 Grams

OPERATING TEMPERATURE: -20 +55 °C

PWI ORDERING P/N

1.23"

.188"

6.0" Leads ±1.0" (TYP)

J2

MATING CONNECTOR  (J2)
PLUG:  3100901-002;  (AMP# 207152-1)
SOCKETS (Qty 6) :  3100906-007;  (AMP# 350550-7)
STRAIN RELIEF:   3100903-001;  (AMP# 207600-1)

J2 PINS
1.....+28V
2.....DIM
3.....GND

4.....+28V (Jumper)
5.....DIM (Jumper)
6.....GND (Jumper)
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3.38
.190" TYP

.750"

3.000"

6900054-031

C
MATING CONNECTOR  (J1)
HOUSING:  3100500-001(VIKING# TKP12-101)
SOCKET:  3100501-000(VIKING#  TS-100)
BACKSHELL:  3100504-001(VIKING#  TKH12-100)1.200"

1.73"

.150"
(TYP)

J1 PINS
1 THRU 7......N/C
8......Output
9 THRU 11......N/C
12....Output
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912

11

6

5

7

8

.115

.125 DIA HOLE (4 PLACES)

.600"

.144 X .175 Slot
(2 PLACES)

J1

J2



28 VOLTS DC

2 STEP DIMMING 
CONTROL 

(Bright)

(Dim)

GND
6900054-031

TYP.

D
10

7300078-001

Typical Wiring for 6900054-031 Inverter

See sheet one for connector information
and proper wire hookup.

TO OTHER UNITS

6900054-031
TYP.

D
10

7300078-001

See Lamp print for
connector information.


