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6900112-000

MATING CONNECTOR
PLUG:  3101212-005; (AMP# 350809-1)

SOCKETS 5 EACH:  3101206-000; (AMP# 350550-7)
STRAIN RELIEF 2 EACH:   3101214-008; (AMP# 643030-4)

SCREW 2 EACH:  3802118-002;
(#6-3/8" TYPE 2, PN. HD. SHT. MET.)

Specifications MIN. Typ. Max. Units

INPUT VOLTAGE DC 18 28 33 VDC

INPUT CURRENT  1  AMPS

OUTPUT VOLTAGE  *400  VAC

DIMMING 2 Step Dimming

LAMP LENGTH 12 - 52 INCHES

WEIGHT 145 Grams

Operating Temperature -20 +55 Cent.

6900112-000

1............GND
2 ...........DIM
3 ...........+28V
4 ...........OUTPUT
5 ...........OUTPUT

1 5432

This power supply was designed to operate a FILAMENT STYLE HOT CATHODE LAMP:

* Lamp load milliamps, open circuit max voltage 1750 VAC
** 2 Step Dimming



Typical Wiring for 6900112-000 Inverter

28 VOLTS DC

2 STEP DIMMING 
CONTROL 

(Bright)

(Dim)

GND

TO OTHER UNITS

See sheet two for connector information.
1. . . . GND
2. . . . Dim Control
3. . . . +28 volt DC
4. . . . Output
5. . . . Output

6900112-000
TYP.
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PLUG: 3101002-000
SOCKET: 3101010-000

PLUG: 3101001-001
PIN: 3101009-000

PLUG: 3101002-000
SOCKET: 3101010-000

PLUG: 3101001-001
PIN: 3101009-000
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